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UNITED STATES. 



MUNICIPAL ORDINANCES, RULES, AND REGULATIONS 
PERTAINING TO PUBLIC HYGIENE. 

[Adopted since July 1, 1911.] 

EAST PROVIDENCE (TOWN), K. I. 

PLUMBING AND DRAINAGE. 

Section 1. The town council shall, from and after the passage of this ordinance 
and thereafter annually in the month of January, appoint an inspector of plumbing 
and drainage, who shall be paid for his services such compensation as the town council 
may from time to time determine. The said inspector shall enforce obedience to the 
rules and regulations hereinafter contained, relating to the plumbing and drainage 
of buildings within the town of East Providence, and failure of duty in this respect 
shall subject said inspector to all the penalties of this ordinance. The said inspector 
shall keep accurate and detailed written records of all his official acts, and shall, on 
Or before the 10th day of each month, file with the town clerk a written report describ- 
ing all work begun, prosecuted, or completed under his jurisdiction within the pre- 
ceding calendar month, and reciting the total number of sewer connections, the 
approximate population tributary to the sewers, violations of this ordinance, and all 
other matters pertaining to his office. The said inspector shall perform all other 
duties of like kind that may be prescribed, from time to time hereafter, by the town 
council. 

Sec 2. No person, firm, or corporation shall carry on the business of plumbing or 
drain laying in the town of East Providence, save the making of service connections 
with the water-supply pipes, unless he, they, or it shall be first duly licensed by the 
town council. Each application for a license to carry on the business of plumbing 
and drain laying must be made upon a blank form obtained from the inspector of 
plumbing and drainage and be filed with said inspector, who shall, without unreason- 
able delay, investigate the technical skill, responsibility, and integrity of the appli- 
cant, and shall present the application to the town council with such recommenda- 
tions as he may deem just and wise. The town council will then consider the appli- 
cation, and it may either grant or refuse to grant the desired license, in its discretion. 
If granted, the license shall not become operative until the applicant, if he, they, or 
it shall be a resident of the town of East Providence, has paid to the town clerk a 
registration fee of $5, and if he, they, or it shall not be a resident of the town of 
East Providence until the applicant has paid to the town clerk a registration fee of 
$25. All licenses issued under the provision of this chapter shall expire by limitation 
at noon on the day following the regular monthly meeting of the town council in the 
month of January next following the date of issue ; but if the licensee shall be in default 
because of any violation of the provisions of this ordinance, or if he shall have loaned 
his license to an unlicensed plumber or drain layer, his, their, or its license shall forth- 
with cease and determine, and the fee for the license or any unexpired portion of the 
term thereof shall be forfeited to the town. 

Sec. 3. Every person, firm, or corporation applying for a license to carry on the 
business of plumbing or drain laying shall, when directed by the town council so to 
do, furnish a bond in the sum of three thousand dollars, with one or more sureties 
acceptable to the town council, conditioned substantially that the applicant shall 
indemnify and save harmless the town of East Providence and said town council from 
all suits and actions of every name and description brought against said town, orany 
officer of said town, for or on account of any injuries or damages received or sustained 
by any person in consequence of or resulting from any work performed by said appli- 
cant, his, their, or its servants or agents, or of or from any improper materials used in 
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said work, or of or from any negligence in. guarding said work, or of or from any act or 
omission of said applicant, his, their, or its servants or agents; that said applicant shall 
faithfully perform said work in all respects, and shall also replace and restore that por- 
tion of any street in which said applicant, his, their, or its servants or agents, shall 
make any excavation to as good condition as that in which the same was before said 
work was performed, and also keep and maintain such street in like good condition to 
the satisfaction of the said town council for the period of one year, and that said town 
council may within said one year, and with or without notice to said applicant, repair 
such street or cause the same to be repaired, and that the cost thereof shall be paid by 
said applicant; and that said applicant shall comply in all respects with the rules and 
regulations established by said town council relative to said work, and shall also pay 
all fines imposed upon him, them, or it for violation of any such rule or regulation. 

Sec. 4. Before any work of plumbing or drainage shall be done or commenced in 
any building or on any property, whether the same is-or is to be connected with the 
public sewer or not, or before any alterations or additions are to be made to old work 
(save the removal of obstructions or the repairing of leaks), plans, descriptions, and 
specifications of the proposed work, signed by a licensed plumber or drain layer, shall 
be filed in duplicate in the office of the inspector of plumbing and drainage, accom- 
panied by an application for approval of the said plans and the issuance of a permit to 
do the said work, written upon a blank form obtained from the said inspector and 
signed by the owner of the premises or his properly accredited agent. These plans, 
descriptions, and specifications must conform to ail the provisions of this ordinance 
and to all rules and regulations which are or may hereafter be made concerning such 
work; and no work of plumbing or drainage may be begun until the plans have been 
examined by the inspector of plumbing and drainage and his approval has been 
indorsed upon them in writing. 

For each permit issued covering the installation of a new plumbing or drainage 
system in a building a fee of one dollar must be paid to the inspector of plumbing and 
drainage at the time the permit is issued; and for each permit covering alterations only 
in a building a fee of fifty cents must be paid. 

All work done under such plans shall be subject to the inspection, control, and 
approval of the said inspector, and no departure from or alteration in the plan shall be 
made without first obtaining a special permit in writing from the said inspector, who 
must file with the original plans amendment sheets showing all changes in the work. 

Sec. 5. It shall be unlawful for any person, firm, or corporation — 

(a) To allow or permit the discharge of sewage from any house or building in the 
town of East Providence into any storm-water drain located in any street or public 
place which also contains a foul-water sewer, except in the case of connections made 
prior to the passage of this ordinance. 

(6) To open any street or public place in order to make or cause to be made any 
connection with a house-connection branch of a public sewer, except under a special 
written permit signed by the inspector of plumbing and drainage, allowing such 
specific connection, and under the supervision of the said inspector. 

(c) To break or to cut or to remove any pipe of the public service,, or to make or to 
cause to be made any connection with said sewers except through the connection 
branches provided for such purposes, the location of said connection branches to be 
designated by the said inspector. 

(rfj To discharge or to cause to be discharged into any public foul-water sewer, 
directly or indirectly, any cellar drainage, ground water, surface water, or rain water 
from yards or areas or courts or roofs. 

(«) To discharge or cause to be discharged into any public sewer, directly or 
indirectly, any overflow or drainage from manure pits, cesspools, or other receptacles 
storing or constructed to store organic wastes. 

(J) To connect or cause to be connected with any public sewer, directly or indirectly, 
any steam exhausts, boiler blow-offs, sediment drips, or any pipes carrying or con- 
structed to carry considerable volumes of hot water or acids, dyes, germicides, grease, 
brewery mash, or any other substance detrimental to the sewers or to operation of the 
sewerage system. 

(g) To throw or to deposit, or to cause or allow to be thrown or deposited, in any 
fixture, vessel, receptacle, inlet, or opening connected directly or indirectly with 
any public sewer, any garbage, vegetable parings, ashes, cinders, rags, or any other 
matter or anything whatsoever, except feces, urine, necessary toilet paper, and 
liquid house siops; or to allow any house sewer connected with the public sewer to be 
likewise connected with any privy vault or cesspool or underground drain, or with 
any channel conveying water or filth, except such soil pipes and other plumbing 
work as shall have been duly inspected and approved by the inspector of plumbing 
and drainage. 
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Certain trade wastes, not injurious to the sewerage or sewage-disposal system, may 
be admitted to the sewers, but only upon recommendation of the inspector of plumbing 
and drainage and the issuance of a special permit by the town council, at its discre- 
tion and revocable at its pleasure without recourse. 

Sec. 6. The town council may at any time, in its discretion, stop and prevent the 
discharge into the public sewers of any substances liable to injure the sewers, or to 
interfere with their normal operation, or to obstruct the flow, or to hinder any processes 
of sewage purification which hereafter may be put in operation; and it may at any 
time, in its discretion, without notice and without recourse, sever the connection 
and cause the removal of any tributary sewer or drain through which such detrimental 
substances are discharged. 

Sec. 7. All materials must be of good quality, free from defects, and acceptable to 
the inspector of plumbing and drainage. 

Sec. 8. All earthenware pipe and specials must be of the best quality, sound, 
cylindrical, hard, salt-glazed, vitrified throughout, "hub and spigot" pattern. All 
hubs must be of sufficient diameter to receive to their full depth the spigot end of the 
next following pipe or special without any chipping whatever of either, and also 
leave a sufficient space for the cement joint. 

Sec 9. All cast-iron pipes and fittings must be sound, uncoated, cylindrical and 
smooth internally, free from cracks, sand holes or other defects, of uniform thickness 
and of the grade known in commerce as "Extra heavy." 

Sec. 10. Including the hubs, cast-iron pipes and fittings shall not weigh less than 
the following per lineal foot: 

Pounds. 

2 inches 5. 50 

3 inches 9.50 

4 inches 13.00 

Sec 11. All wrought-iron pipes must be equal in quality and thickness to that 
known as "Standard," and they must be smoothly galvanized inside and outside. 

Sec 12. Galvanized or wrought-iron pipe must conform to the following weights 
per lineal foot: 

Pounds. 

li inches 1.90 

l| inches 2.68 

2 inches 3.61 

2 J inches 5. 74 

3 inches 7. 54 

3J inches 9.00 

4 inches 10.00 

Sec 13. Fittings for wrought-iron soil and waste pipes must be galvanized, heavy 
cast-iron, recessed and tapped. The water way must be smooth and the threads 
pitched, so as to give a uniform grade to branches of not less than one-quarter of an 
inch per foot. The use of fittings electroplated with zinc is prohibited. 

Sec 14. All brass pipe, whether used for soil, waste, vent, or solder nipples, must be 
thoroughly annealed, seamless, drawn, and of standard iron pipe gauge and thickness. 

The minimum weight of brass pipe, per lineal foot, must be as follows: 

Pounds. 

li inches 1. 75 

U inches 2.84 

2 inches 3.82 

2J inches 6.08 

3 inches 7.02 

4 inches 9. 54 

Sec 15. All lead used for soil, waste, and vent pipe branches must be of the best 
quality "Drawn," commercially known as "D," and of the following minimum 
weights per lineal foot: 

Pounds. 

li inches 2.50 

H inches 3.00 

2 inches 4. 00 

3 inches 6.00 

4 inches 8.00 



1565 September 20, 1912 

Sec. 16. All lead traps and bends must be of weight and quality corresponding to 
lead pipe. 

Sec. 17. Ferrules must be best quality, heavy cast brass, bell-shaped, and not less 
than 4 inches long. Solder nipples must be of the best quality heavy cast brass, or 
brass tubing above described (sec. 14), with standard iron-pipe threads. 

Sec. 18. Clean outs may be of heavy cast brass or iron with threads of iron-pipe 
gauge, but the caps must be of heavy cast brass with large "square" or "head" for 
wrench attachment. All-clean outs must equal in diameter the pipe line in which 
they are placed. 

Sec. 19. All lead used in calking must be pure soft "pig." The use of calking lead 
containing old solder joints is prohibited. 

Sec 20. All oakum used in calking cast-iron pipe must be of the best quality 
"hand picked." The use of paper or rags in making lead-calked joints is prohibited. 

Sec 21. All solder for wiping joints must be of the best quality pure block tin and 
lead. 

Sec 22. Traps must have an effective water seal of not less than 3 inches. They 
must have a smooth waterway and must contain no mechanical appliances or moving 
parts. They must be of effective nonsiphoning type, and their ability to resist siphonic 
action must be demonstrated, if required, to the satisfaction of the inspector of plumb- 
ng and drainage. 

Sec 23. When not integral with the fixtures, traps may be of cast iron, brass, or lead. 

Sec 24. When used in connection with fixtures, cast-iron traps must be porcelain 
lined or galvanized ; on yard and other drains they may be plain. 

Sec. 25. Lead water-closet waste pipes, serving earthen or iron water-closets with 
self-contained traps, must have a heavy cast-brass face-dressed flange soldered to the 
lead and bolted to the outlet of the closet. 

Sec 26. All traps, other than water-closet traps, must be provided with heavy brass 
screw clean outs located below the water seal. Slip or clamped covers are prohibited. 

Sec 27. All coupling or union connections with traps must be made on the inlet, 
side thereof. 

Sec 28. The following diameters for traps will be required: 

Inches. 

For water-closets 4 

For slop sinks 3 

For baths, urinals, laundry tubs, and sinks 2 

For lavatories 1| or 1 J 

Sec. 29. Traps and bends must equal in weight and thickness of walls the pipes of 
corresponding sizes, as scheduled above. 

Sec 30. All fixtures must be of good quality, nonabsorbent, and of such form as to 
admit of perfect cleansing. In all fixtures which are earthenware and have their 
traps integral the trap vent connection must be omitted therefrom. 

Sec 31. All water-closet bowls and urinals must be of earthenware with flushing 
rims. The use of long hoppers is prohibited except where exposed to frost. "Wash- 
out" closets shall not be used in any new system or new additions. 

Sec 32. Water-closets having pans, plungers, valves, or other mechanical seals 
against sewer gas are prohibited. 

Sec 33. All water-closets and urinals must be flushed from cisterns or automatic 
flush valves known as "Flushometers," etc., and not from the service pipes direct. 
The capacity of any cistern must be such as will enable its contents to flush effectually 
the fixture without a refill. 

Sec 34. Flushing cisterns for water-closets, urinals, and slop sinks may be made 
of wood, lined with copper or sheet lead, or they may be of cast iron, porcelain lined. 
Their flush pipes may be of galvanized wrought iron, brass, or lead, but must be of 
ample diameter. 

When there are several water-closets in one apartment, each must be provided with 
a separate cistern. 

Sec 35. No water-closet may be installed in any unventilated or ill- ventilated 
room or compartment or in any sleeping room. In every case the room or compart- 
ment in which a water-closet is placed shall have direct communication with the 
outer air by a window or air duct not less than 2 square feet in area or cross section; 
and in every case the location of the closet and the means of ventilation shall be 
satisfactory to the inspector of plumbing and drainage. 

No water-closet, urinal, sink, laundry tub, or any other plumbing fixture may be 
placed in any basement or cellar which does not conform to all the following conditions: 

(a) The floor must be well concreted and dry at all seasons of the year; 

(6) The ceiling (bottom of the floor joists) must be at least 30 inches above the- 
ground level; 
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(c) There must be at least one window of not less than 2 square feet of opening 
for each 200 square feet of cellar area, and each window must have running or hinged 
eash, so that it may be freely used for ventilation; 

(d) The closet must be located within 8 feet of such a window; 

(«) The cellar or basement must not be used or intended for use as place for the 
storage of provisions; 

(/) All other conditions must be satisfactory to the inspector of plumbing and drain- 
age from the sanitary standpoint. 

Sec. 36. No water-closet or other plumbing fixture shall be installed in an outhouse 
or detached building without special permission, in writing, from the inspector of 
plumbing and drainage. When such installation is permitted, the water-supply and 
waste pipes and the traps must be amply protected against frost by inclosing them in 
vaults or by such other construction as may be approved by the inspector of plumbing 
and drainage. 

Sec 37. All plumbing fixtures must be set free from inclosing woodwork. Water- 
closets not provided with rim seats must have iron or brass legs to support the wood 
frame. 

Sec 38. In any institution, boarding house, tenement, or public building situated 
upon any street through which water is conducted in pipes there shall be at least one 
water-closet for every 15 persons and one urinal for every 10 male persons. 

In every tenement house situated upon any street through which water is conducted 
in pipes there shall be one water-closet and one sink, with running water, provided 
for the exclusive use of each family in the building. Latrines or trough water-closets 
must not be installed without special permission in writing from the inspector of 
plumbing and drainage. 

Sec. 39. All inclosures and platforms for urinals must be of marble, slate, or other 
impervious and noncorrosive materials. 

Sec. 40. Where a fixture is provided with an overflow such overflow must be 
arranged so as to discharge into the inlet side of the trap. 

Sec. 41. Each building fronting on a public way must be connected separately and 
independently with the public sewer in said public way through the house-connection 
branch directly in front of the building or nearest in the downstream direction. 
Grouping of buildings upon one house sewer will not be permitted, save by special act 
of council and for good sanitary reasons. 

Sec 42. No house drain or main soil pipe may be of any diameter other than 4 
inches, save under special written permission of the town council granted after recom- 
mendation by the inspector of plumbing and drainage. 

Sec 43. Every house sewer connecting with the public sewer from a point 5 feet 
outside the foundation walls of the building must be either of heavy cast iron or of 
salt-glazed vitrified earthenware, with deep and wide bell-and-spigot joints. It must 
be solidly laid on a true grade, and as nearly as possible in a straight line. All changes 
in direction must be made with properly curved pipe or fittings. 

All joints must be properly gasketed to prevent intrusion of lead or cement in to the 
pipes. Vitrified pipe shall be joined with one-to-one Portland cement mortar, solidly 
packed with the fingers into the bell for its whole circumference and finished with a 
full and smooth bevel. Cast-iron pipes shall be jointed with first quality lead, the 
entire joint being filled in one pouring and thoroughly calked. The ditch must in 
all cases be kept dry during the pipe laying and until the cement has acquired a hard 
set. The greatest care must be taken to prevent the entrance of sand or dirt into the 
house sewer or the public sewer. 

Sec 44. No sewer-connection branch shall be opened, no pipe shall be laid, and no 
joints made except under the direction of the inspector of plumbing and drainage. 

Sec 45. No house sewer connecting with the public sewer shall be laid with a grade 
of less than 1 inch fall in 4 feet without written permission from the inspector of 
plumbing and drainage specifying the minimum grade that will be permitted. 

Sec 46. No earthenware pipe shall be laid at a depth less than 30 inches. Pipes 
laid with less depth must be of heavy cast iron, held by concrete frost anchors and in 
special bedding, if the inspector of plumbing and drainage shall so direct. 

All pipes must be covered to a depth of at least 1 foot with fine earth, entirely free 
from stones and rubbish, and well and carefully rammed. 

Sec 47. In opening trenches in any street or public way, the paving must be 
removed with care and stored separately, and the sides of the trench shall be braced 
or sheeted if the inspector of plumbing and drainage shall so direct. The earth from 
the trench must not obstruct the gutter or the approach to any fire hydrant, fire engine 
house, or livery stable, and public travel must be facilitated as much as possible. Gas 
and water pipes must be protected from injury, and the trench must be securely 
barricaded and amply lighted at night. No trench in any street or public way shall 
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remain .open more than 48 hours. Backfill must be thoroughly compacted and the 
paving replaced immediately; debris must be cleaned up and the street must be 
restored promptly to a condition satisfactory to the inspector of plumbing and drainage. 

Any settlement of earth over a house sewer in any street or public way, occurring 
within 60 days of the closing of the trench, shall be repaired, within 5 days after 
written notice from the inspector of plumbing and drainage, to his satisfaction and at 
the expense of the owner of the property from which said house sewer has been laid. 

Sec. 48. The inspector of plumbing and drainage must be notified at least 24 hours 
before the beginning of any work upon house-sewers or connections, and no material 
may be used and no work done without his inspection and approval. 

Sec. 49. Where earthenware pipe is used for a house sewer it must not be laid 
within 5 feet of any wall of any building. The use of earthenware pipe within the 
building is prohibited. 

Sec 50. Old house sewers may be used for new buildings provided they are in good 
condition and conform to the requirements of these regulations. 

Sec 51. No trap or any manner of obstruction to the free flow of air through the 
whole course of the drain and soil pipe will be allowed; and any mechanic who shall 
directly or indirectly place, make, cause, or allow to be placed or made any trap, 
contraction, or other obstacle anywhere in the course of such drain or soil pipe, shall, 
in addition to the penalty herein prescribed, forfeit his license, and shall be ineligible 
to relicense for one year. And any other person offending as above shall be subject 
to the penalties of this ordinance, and shall, in addition, pay the costs of rectifying the 
wrong done. 

Sec. 52. From the head of the house sewer, 5 feet outside the foundation walls to 
the ends of the soil pipes projecting above the roof of the building, all piping shall 
be of cast iron, galvanized wrought iron, or brass. No sheet-metal pipe or brick or 
concrete channel shall enter into the construction of any part of the interior plumbing 
system, either as a waste pipe, a flush pipe, or a vent, except for a local vent. 

Sec 53. All pipes on lines approximating a horizontal position must have a fall of 
at least 1 inch in 4 feet. 

Sec 54. Each stack of soil pipe must be carried in a line as straight as possible from 
the cellar to its termination above the roof. Each stack, when required by the inspec- 
tor of plumbing and drainage, must be supported by a brick pier, 8 inches square, 
and the heavy cast-iron elbow, which forms the base of the stack, shall be provided 
with a footplate and shall be solidly bedded upon and built into this pier. All other 
portions of all soil or waste or vent pipes must be securely and rigidly supported and 
fastened by wrought-iron supports or hangers, to the satisfaction of the inspector of 
plumbing and drainage. 

Sec 55. Dead ends must be avoided. Any branch line more than 12 feet long 
must be treated as a separate stack and carried through the roof. 

Sec. 56. All roof extensions must be carried through the roof by 4-inch cast-iron 
pipes. Stacks of smaller diameter must be increased to 4 inches by the insertion 
of a proper "increaser" in the attic or roof space. 

The use of caps, cowls, return bends or any other form of obstruction on roof exten- 
sions is prohibited. 

All extensions should be carried through the highest roof of the building where 
this is possible. If carried through a lower level roof, they must be extended, if 
possible, to a. point above the high level roof. In no case may they terminate at a 
lower level within 15 feet of a window. 

Sec 57. No soil, waste, or vent pipe may be used as a rain-water conductor; nor 
may any rain-water conductor be used as a soil, waste, or vent pipe. 

No trap-venting system shall be used where safety can be insured by the use of 
unsiphonable traps or without special written permission from the inspector of plumb- 
ing and drainage. Should such permission be granted, all vents shall be equivalent 
in material and workmanship to the requirements for soil and waste pipes; they must 
be as short and direct as they can be made, they must be of ample size (never less than 
2 inches in diameter), and they must terminate either in an independent open end 
above the roof or by entering a soil-pipe stack above its highest fixture. 

Sec. 58. The following diameters are required for branches on soil and waste pipes: 

Inches. 

For water-closets 4 

For slop sinks 3 

For baths, urinals, washtubs, and sinks 2 

For lavatories li or 1J 

If any existing line of soil pipe is to be entered by a new branch line, a length of 
pipe must be removed from the old line and a suitable Y branch and closure piece 
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inserted, gasketed, leaded, and calked, and adjacent joints of the old line shall be 
carefully examined or tested, if the inspector of plumbing and drainage so direct, 
and recalked or remade entirely if any defect exists; any pipe cracked or injured 
in the operation shall be taken out and replaced with new pipe, and the line shall 
be left in perfectly sound and tight condition. The use of saddle branches, saddle 
plates, repair bands, and similar devices is prohibited. 

Sec. 59. All soil, waste, and vent pipes should follow the shortest possible course 
with the least number of bends, and all should be left readily accessible for inspec- 
tion, testing, or repairs. 

Sec. 60. No waste pipe from any refrigerator or other receptacle or compartment 
in which provisions are stored shall discharge into or upon the soil of any cellar, nor 
into waste pipe, drain pipe, or soil pipe. They may discharge into the open air, 
through an outside wall, or over a water-supplied sink. 

Sec. 61. Rain-water conductors, when placed within the builidng, must be of 
cast iron, galvanized wrought iron, or brass, and must be tested in the same manner 
as soil, waste, or vent pipes. 

Rain-water conductors must not be connected with the sewerage system, neither 
must they discharge into a privy vault or manure pit. 

Sec 62. The plumbing and drainage system of each building must be entirely 
separate from and independent of the system of any other building. All work must 
be executed in accordance with the best practice of the art and must be acceptable 
to the inspector of plumbing and drainage. 

Sec. 63. All joints in cast-iron pipe must be made with oakum and molten lead. 
All joints must be gas and water tight. Twelve ounces of soft pig lead must be used 
at each joint for each 1 inch in diameter of the pipe. 

Sec 64. The use of double hubs and sleeves in cast-iron pipe or anywhere within 
the building is prohibited. 

Sec. 65. All joints in wrought-iron pipes or between wrought-iron and brass pipe 
must be made up with red lead and screwed home; all the burrs formed in cutting 
must be carefully reamed out. 

Sec 66. Where wrought iron or brass is connected with cast iron, a 1-inch ring 
must be screwed to the former so as to provide a spigot. 

Sec 67. Connections between lead and brass pipes or ferrules or between lead and 
lead pipes must be made by solder-wiped joints. 

Sec 68. Clean outs will'be required at the point where the main soil pipe passes 
through the foundation wall and at the foot of each vertical stack of soil pipe. 

Sec 69. All fixtures must be separately and independently trapped. Each trap 
must be set as close to the fixture as possible, in no case more than 18 inches 
away. In no case must the discharge from any fixture pass through more than one 
trap before reaching the soil pipe. 

Sec 70. All plumbing fixtures must be independently supplied with running 
water, and no fixture shall be used without flushing, after the water supply has been 
cut off. 

When the pressure is insufficient to supply the plumbing fixtures on the upper 
floors of a building, a storage tank must be provided; this tank may be of wood with 
or without a lining, or of iron. If a tank is lined, such lining must consist of tinned 
copper. The use of sheet lead, zinc, or galvanized sheet iron is prohibited. For all 
such tanks effective means must be provided to prevent waste of water. 

Sec 71. Storage tanks for water must not be located in apartments where plumbing 
fixtures are placed, and they must be provided with dust-proof covers. Where 
exposed they must be protected from frost. 

Sec. 72. Overflow or sediment pipes from storage tanks must not connect with any 
soil, waste, or vent pipe. 

Sec 73. All wastes from carriage washing floors or garages must be passed through 
silt basins of ample size, to be prescribed by the inspector of plumbing and drainage, 
before delivery to any public sewer; and these silt basins must be cleaned at frequent 
intervals and maintained in effective condition at all times. 

Sec 74. All work must be done under the direction of the inspector of plumbing 
and drainage, and all materials and workmanship must be acceptable to him and 
subject to his approval. No part of any work of plumbing construction or alteration 
shall be inclosed, covered, or concealed until it has been examined, tested, and 
approved by the said inspector. 

The inspector of plumbing and drainage shall at any time between the hours of 
8a.m. and 5p.m. have free access to all piping, connections, and plumbing fixtures 
in any building in the town of East Providence, for the purpose of making such 
examinations and tests as he may deem necessary. 
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Sec. 75. Notice in writing must be sent to said inspector whenever the work is 
sufficiently advanced for inspection; but no application for inspection of plumbing 
or drainage work shall be received at the office of the said inspector unless filed in 
writing upon blanks provided for the purpose; and in case it shall be necessary for 
said inspector to inspect said work more than once, by reason of the same not being 
ready for inspection after notice has been given to said inspector of the completion 
of work, then said inspector may charge and collect from said plumber or drain layer 
the sum of $1 for each visit of inspection required to be made as aforesaid; and all 
such fees and fines collected by said inspector under this section shall be 
retained by said inspector as compensation for the extra work caused by such prema- 
ture notice. 

Sec. 76. Applications for final inspection of plumbing or drainage work must be 
filed in the office of the said inspector by the plumber or drain layer within 48 hours 
after the work is completed. 

Sec 77. The entire plumbing, drainage, and ventilation system within the build- 
ing must be subjected to two tests — (a) before the fixtures are set and (6) after the 
fixtures are set. Both tests are to be made in the presence of the inspector of plumb- 
ing and drainage, at the expense of the plumber. 

The first test may be made with air under a pressure of 10 pounds, or water under 
normal pressure, and must include the house and all other drains, soil, waste, and 
vent pipes and all their branches, including all traps placed under floors. During 
this test all the piping must be exposed and remain uncovered until it has been 
approved. The air test must be made with a force pump and mercury column. 

The second test, after the fixtures are set, must be a smoke test. 

Sec 78. Any defects found by the above tests must be remedied within one week 
to the satisfaction of the inspector of plumbing and drainage, and the entire work 
retested as though no previous tests had been made. 

In addition to the enforcement of the penalties prescribed by this chapter for viola- 
tion of any of the provisions of this ordinance, the said inspector of plumbing and 
drainage may, at his discretion, refuse to receive or consider any plan for further 
work from the party in default until all faulty or defective work has been made 
acceptable. 

Sec. 79. Whenever, in the opinion of the inspector of plumbing and drainage, 
any plumber or drain layer, in doing any plumbing or house drainage, violates any 
of the provisions of this chapter, said inspector shall report the same in writing to 
the town council ; and if the town council shall find that the charges are well founded , 
it may revoke the license of such plumber or drain layer; the town council may, 
also, in its discretion, refer such charges to the chief of police for prosecution. 

Sec 80. No person, firm, or corporation once having been licensed, under the 
provisions of this chapter, to carry on the business of plumbing or drain laying in 
this town, who shall have violated any of the provisions of this chapter, and shall 
have refused or neglected to make good, to the satisfaction of the inspector of plumb- 
ing and drainage, any defective, imperfect, or faulty work, or shall have refused or 
neglected to pay any of the fees, fines, or penalties imposed under the provisions of 
this chapter, shall, until such default on his, their or its part has been removed, be 
eligible to receive any renewal of such license. 

Sec 81. Any person, firm, or corporation who shall violate any provision of this 
chapter shall, upon conviction, be fined not more than $20 for each offense; and 
every 24 hours continuance of such violation shall constitute a separate offense. 

[Chap. 3 of an ordinance adopted Aug. 2, 1911.] 
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